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Bypbivi yronb OCTaeTCA BaXHBIM UCTOYHUKOM SHeprm B POCCM 1 a3MaTCKUX CTPAHaX.
B faHHOW CTaTbe paccMaTpMBaeTCA BOMPOC BIMAHNA PAa3/INYHbBIX KOHUEHTPAaLMV CMa-
umBaTesia Ha rpowyecc cegumeHTalmm. OCHOBHOE BHUMAHWE yAENAETCA UCC/IEL0BAHMIO
ceauMeHTaLmm 4actuL 6yporo yIiid, YTo ABIAETCA BaXHbIM 3TarioM B MpoLecce ero [4o-
6b14. [paBHIbHOE UCTIONb30BAHUE CMAYMBATENEN CIIOCOOCTBYET HE TOMIbKO MOBbILLIEHUIO
3PPEKTUBHOCTY MPOLIECCA, HO 1 CHUKEHUIO PUCKOB, CBA3aHHbIX C pog3aboniesaHmamm
paboTHUKOB, CEQUMEHTALIMA YaCTHL] BYDOrO YA ABNAETCA BaXKHbIM MPOLECCOM B TOPHOV
Y XUMUYECKOU MHAYCTPMM, @ Takxke B 06/1aCTV SKOIOMM M OXPaHbl OKDYXaKoLEV COESBI.
B AaHHOVI CTaTbe paccMaTprBalOTCA MEXAHUKA CEAVMMEHTALNY, PaKTOPbI, BIVAIOLME HA
CKOPOCTb 11 2PPEKTVIBHOCTb OCIXKAEHNA, @ TAKKE METOLbI MOBbILLIEHNA CTabUIBHOCTH Cy-
CrieH3uri 6yporo yrnd. AKTYanbHOCTb MPOGeMbl OrPEENAETCA HEOOXOAUMOCTbIO COBEP-
LIEHCTBOBAHUA CPEACTB 11 CIIOCOOOB IbIIENOAaBNEHNA MPU OTPAOOTKE yroTbHbIX /1aCTOB,
COMPOBOXAAIOLLEVICA 3HAUNTENIBLHBIM TblIE0OPa30BaHNEM v MbineBbigeneHmem. OncaH
MEXaHW3M CEAVMEHTALIMN YacTvL 6YPOro yrid. YCTAHOBIEHO, UTO PE3KOE YMEHbILIEHE
BpEeMEHY CMaY1BaHUA TOHKOAUCTIEPCHBIX GpaKLmi Mbiiv 6YPbIX YITIeN POUCXONT Moy
KOHLIEHTPaLmAx pacTBopa cmaymsatesns CI1-01 ot 0,3 4o 0,5%.

Knioyeeole cnoea: noisib, ducnepcHoili cocmas, 6ypbil y201e, ceOumeHmayus, 2pa-
8umMayus, N0BEPXHOCMHO-AKMUBHbIE 8ewecmad, KOHYyeHmpayus cmaqyusamens,
Kpumuy4ecKkas KOHyeHmpayus Muyesnioo6pa3osaHus.

Anayumupoearus: /\ccnepoBaHyie npoLecca ceiMMeHTaLnmM YacTuy 6yporo yrns
/ B.I. NepHebek, N.0. OepgotknH, M.A. Pacconosa u ap. // Yronb. 2024;(9):70-75.
DOI: 10.18796/0041-5790-2024-9-70-75.

Abstract

Lignite remains an important source of energy in Russia and Asian countries. This article
discusses the effect of different wetting agent concentrations on the sedimentation
process. The main attention is paid to the study of sedimentation of lignite particles,
which is an important step in the process of its extraction. The proper use of wetting
agents not only improves the process efficiency, but also reduces the risks associated
with occupational diseases of workers. Sedimentation of lignite particles is an important
process in the mining, chemical industries, environment and ecology. This paper
discusses the mechanics of sedimentation, factors affecting the rate and efficiency
of sedimentation, and methods of improving the stability of lignite suspensions.
The relevance of the problem is determined by the need to improve the means



and methods of dust suppression during coal seam mining,
accompanied by significant dust formation and dust emission.
The mechanism of sedimentation of lignite particles, influence
on the environment with simultaneous provision of maximum
possible safe working conditions of workers in the process of
lignite mining is described. It has been established that a sharp
decrease in the wetting time of finely dispersed fractions of
brown coal dust occurs when the concentration of the SP-01
wetting solution is 0.3% to 0.5%.
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BBEOEHUE

Peanvsaums nporpammbl MHAYCTPUANbHO-MHHOBALMOHHOIO
pa3BuTna Poccunckon Qegepauum Tpebyet CTUMYNnpoBa-
HUSI NPOMBILLIEHHOCTU, NMOBbILWEHNA 3G GEKTUBHOCTU NPON3-
BOJCTBA 1 yYBeNiMyeHns obbemoB fobbium yrs [1, 2, 3], B Tom
yrcne 3a CYeT YBeNIMYEHNA CPegHeCyTOYHOM Jo6blun yrns
13 KOMMJIEKCHO-MEXaHN3MPOBAHHOMO 3a60A YroNbHOW Lax-
Tbl [4]. Bypblll yronb SBNAETCA BaXXHbIM MCTOYHUKOM SHep-
rK, HO U3-3a BbICOKOW 30JIbHOCTY U NIETYYeCTU ero obblva
1 nepepaboTka MOryT NpeAcTaB/ATb ONACHOCTb [/s 340PO-
Bbsi PaOOTHUKOB [5, 6, 7].

Mpouecc ocaxaeHWs yronbHbIX YaCTyL, — BaXHbIV 3Tan, Tpe-
Oyt TLWaTeNbHOro yrnpaeneHus [8, 9]. BeegeHue cvauu-
BaTesiell B 3TOT NPOLECC MOXKET 3HAUMTENbHO YNyyLWnTb OT-
[eneHue yris oT u3bbITKa BOAbI U MblNK, YTO B CBOIO oUYepesib
CNocobCTBYET CHUXKEHMIO Mblfieobpa3oBaHyA 1 NblfieBblesne-
Hua [10, 11, 12], Heobxoaumoro Ans NosbieHna 6e3onac-
HOCTM Be1IEHUSI TOPHbIX PabOoT, MPOABSIOWENCA B CHUXKEHUN
a3pOJIOrMyecKnx PUCKOB B3PbIBOB METaHa 1 yrofibHOW Mbifu,
noxapos [13, 14, 15, 16].

TEOPETUYECKUE

N 3KCNEPUMEHTAJIbHbIE UCCJTIEAOBAHUA

BA3KOCTb KMAKOCTU ABNAETCA BaXXHbIM CBONCTBOM AnA
yrpaBneHuA NpoLeccoM, Tak Kak Npu yBENNYEHNN BA3KOCTH
cpepbl Npolecc ceanMmeHTaunm 3ameanaetca. Cubl B3ammo-
[eCTBMA MeXay YacTiLaMm, Takmne Kak dNeKTpocTaTnyeckme
1 BaH-pep-BaanbcoBbl, cnocobcTBYIOT AN NPEnATCTBYIOT
arnomepauumn n cegumenTaumm yactuy [17, 18]. CkopocTb
cefi¥IMeHTaLMM TakXe 3aBUCUT OT Maccbl, paamepa, popMbl 1
NNOTHOCTM BelecTBa YacTULbL.

CywecTByeT HeCKONbKO GaKTopoB, KOTOPble MOFYT CyLLe-
CTBEHHO MOBNMATb Ha MPOLIeCC ocaxeHunsa yactmy yrna. MNpe-
»[e BCero 37o pa3mep 1 popma YacTuL: MenKme YacTuLbl He-
npaBuIbHON GOPMbI UMEIOT 60bLLYIO NIOLLAAb NOBEPXHOCTH
N MOTYT UMETb Pa3fINUHYI0 CKOPOCTb cefimeHTaumm. KoHueH-
Tpauma B3BECK TakXe OTpa)kaeTCA Ha CKOPOCTU CefjMMeHTa-
uym: 6onee BbICOKaA KOHLEHTPALMA YacTyL, BO B3BECU MOXKET
CHM3UTb CKOPOCTb CeiIMEHTaLMM U3-3a B3aVMHbIX CTOJIKHO-

sareTy « 6EonacHocTb [

BEHUI Mexay yacTruamm [19, 20]. Xumunyeckumin coctaB BoAbl
NPV HaNMYMM PasNNYHbIX NOHOB N OPraHNYEeCKNX BELLECTB B
MKNOKOCTU MOXKET M3MEHWTb B3aUMOAENCTBIE MEXIY YacThLa-
MU 1 TaK>Ke NOBAUATD Ha NPOLeCC OCaXXAeHWA YacTuL,.

Ana onTrMm3aumy npouecca ceiMeHTaummy YacTul yrns
MOHO MCMOJIb30BaTb Pa3/IMUYHbIE METOAbI:

- UCNonb30BaHNe MoANPUNKATOPOB MOBEPXHOCTHO-
aKTMBHbIX BeLLeCTB, BKOYaoLWnX B ceba 1CNoNb3oBaHne
bNoKynsHTOB, KOTopble cnocobcTyOT 06pasoBaHmio bonee
KPYTHbIX arperaToB YacTuL, 1 0beryaT ceiMEHTaLNIO;

— n3MeHeHune pH cpegbl (M3MeHeHMe KUCNOTHOCTM BANAET
Ha CBOWCTBa B3aUMOZENCTBMA MeXay YacTulamu u Bavsaet
Ha CKOPOCTb CefuMeHTauunm);

— KOHTPONb TemnepaTypbl (M3MeHeHne TemnepaTypbl Npu-
BOOUT K N3MEHEHMIO BA3KOCTU XNOKOCTU, YTO, B CBOIO OYe-
penb, U3MEHAET CKOPOCTb CefMMeHTauum).

[ina sKcnepumMeHTanbHbIX NCCIeAOBaHUI NMpouecca ceau-
MeHTaL MK OGbIfIN UCMONb30BaHbl 06Pa3Lbl YrObHONW MbiK
6yporo yrns, xapakTepucTUKN KOTOPOro npeacTaBieHbl B
mab6s. 1. TexHnuyeckan mapka yrns: b (6ypsbin yronb), 3b (Tpe-
T 6ypbIi yronb), 36B (TpeTuin 6ypblii BATPUHUTOBLIN YTrosb).
Bypbi yronb oTHOCUTCA K YeTBEPTON rpynne B3pbiBOONac-
HOCTW MO YrONbHOW MbliN, YETBEPTON rpymnne CKIOHHOCTU
K OKMCNEeHMIo. Yronb ¢ Knaccom wepoxosatoctn 0-300 mm
MapKu b ucnonb3yetcs Ans GbITOBbIX HYXX HACENEHUs, Neven
Ans o6Xura conu, NPoOn3BOACTBA LIEMEHTA U KMpnnya.

DKCNEPUMEHT MO CeAMMEHTAUNN NPoBOANICA B Nlabopa-
TOPHbBIX YCNOBUAX C MPUMEHEHMEM CneLManbHbIX KOJIOHH A
otceBa. [ocrne paccemBaHuaA Nbiv Mo GppakLMOHHOMY COCTaBY
6binn BbIGPAHbI ANs AaNbHENLWNX UCCIeQOBaHUI TpU Ana-
na3oHa pa3mepa MblIeBbIX YaCTUL, Macca MbIN B KOTOPbIX
6blna HanbosbLIe MO CPAaBHEHMIO C APYTUMI Anarna3oHaMMm.
D70 Ananas3oH C pa3mepamum Yactum (x, Mm) x < 0,04; 0,04 < x <
0,071;0,1 £x<0,25. 3amepAnocb Bpema ocaxaeHus. B kaue-
CTBe cpeabl ANns cearMMeHTaLumy YacTul 6bi10 NoAroTOBNIEHO
BOCEMb Pa3IMYHbIX KOHLEHTPALUWIA pacTBOpa CMaymBaTens
CM-1. B pe3ynbTate 3KcneprmeHTa 6bif0 NOMYYEHO BPemsi
ceiMeHTaL MM Kaxkaon Gpakumm B 3aBUCMMOCTU OT KOHLIEH-
Tpaumn pacTBopa cMaumBatens (mabs. 2).

Wcxops n3 nonyyeHHbIX pe3ynbTaToB, MOCTPOEHbI rpaduku
3aBUCUMOCTEN BPEMEHW OCaXAEeHMNA YaCTUL, YTONTbHOW Mbin
OT KOHUeHTpauun cmaumeatena CIM-01 (puc. 7). 3 aHanu3a
JaHHbIX (cM. mabsn. 2, puc. 1) yCTaHOBNEHO, YTO B UHTEPBa-
ne KoHueHTpauun cmaumsatens ot 0,05 go 0,3% HaxoguTca
KpUTMUeCKasa KOHLEeHTpauma muuennoobpasoBaHus. Npo-
BeieHHble pacyeTbl MOKa3blBaOT, UTO NP Nepexofe OT KOH-
ueHTpauun 0,05 go 0,3% Bpemsi ceaumeHTauumn ansa Hanbo-
nee menkom ¢pakumm cHuxkaeTca ¢ 1740 ¢ po 89 ¢ (19,5%),
cpepHei ppakuum — c 1500 c fo 62 ¢ (24,2%), KpynHom dppak-
umm — ¢ 1200 c po 31 ¢ (38,7%).

Mo paHHbIM Mabs. 2 6bin NPOMN3BefeH pacyeT CKOPoCTel
ceVIMeHTaL MK AN KaKaon ppaKkumm B 3aBUCMMOCTU OT pac-
TBOpa CMaumBaTens (mabn. 3).

Mo nonyyeHHbIM faHHBIM NMOCTPOEH rpaduK 3aBUCUMOCTU
CKOPOCTU OCeaHUA YacTuL YroNbHOWM MbUIM OT KOHLEHTpPa-
uum cmaumeatensa ClM-01, npeactaBneHHbIN Ha puc. 2. U3 aHa-
Nn3a faHHbIX YCTaHOBEHO, YTO Npu KOHUeHTpauwmm 0,5% npo-
NCXOAWT CYLLECTBEHHbIV POCT CKOPOCTW CEAMMEHTaLMM AN
KpYMnHOWM 1 cpefHei GdpaKLmi NbIEBbIX YaCTUL, UTO MOXET

CEHTABPb, 2024, “YrONb” h
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XapakTepuncTukm obpasuos 6yporo yrns

Characteristics of brown coal samples

HaunmeHoBaHue nokasarenen

3051bHOCTb Ha cyxoe cocTosHMe Tonauea Ad, He 6onee, %
Maccogas aons o6Leli cepbl Ha Cyxoe COCTOAHME TonmBa, S°,
He 6onee, %

MaccoBas gons xopa Ha cyxoe coctosiHve Tonnuea Cld, He
6onee, %

MaccoBas Aons MbllbsAKa Ha CyX0e COCTOsIHME TOMMBa, AsY,
He 6onee, %

Temnepatypa BocnnaMmeHeHus, He MeHee, °C

Temnepatypa camoBocniiaMeHeHus, He MeHee, °C
MokasaTenu okucneHHocTn, OKp, He 6onee, %

O6uan Bnara B paboyem coCToAHUN TONINBA, He 6ornee, %
BbIxop NeTyurX BELLECTB Ha CyXOe COCTOAHME,
6e330n1bHOEe coCTOAHME ToNNMBa, %

Huswas Tennota cropaHus, He MeHee, KIK/Kr (KKan/Kr)

MaccoBas gons KyckoB pa3mepom 6onee 300 MM,
He 6onee 0-6 MM, He bonee, %
PaHr (kaTeropusa, nogkateropus)

[pynna yrnen no CKNOHHOCTU K OKUCSIEHNIO 1 CAMOBO3roOpaHuio
Kputepui B3pbiBaemocTtu, KT

[pynna B3pbIBOONACHOCTU

B3pbiBOOMacHOCTb yrna

Tabnuya 1

HopmaTtusHasa 3HauyeHune

AOKYMeHTaumA Hopma Ddakr
FOCTISO 1171-2012 45,0 10,40
FOCT 8606-93 3,0 0,71
(MNCO 334-92)
FOCT 9326-2002 04 0,04
(1CO 587-97)
FOCT 10478-93 0,01 0,006
(MCO 601-81,
NCO 2590-73)
FOCT 32813-2014 120 361
FOCT 32813-2014 50 495
FOCT 32976-2014 60 18
FOCTISO 1171-2012 25,0 7,80
FOCT P 52911-2008 42-47 46,82
(MCO 589:2003,
NCO 5068-1:2007)
FOCT 147-2013 19680/4700 24175/5774
(1SO 1928:2009)
ISO 1953:2015 5/40 0/39

FTOCT ISO 11760-2012 Husknin paHr A.

JIMrHWTBI 1 Cy6OUTOMUHO3HbBIE YN,
Bbicokas KaTeropus BUTPUHUTA.
CpenHAsA 30/1bHOCTb.

Paposble yrnn.
[pynna — 4 (HeycTouMBbIE K OKMNCIIEHMIO)

FOCT 2408.1-95 (MCO 625-96) 4,62
4

BblCOKaA

Tabnuya 2

BPEMH ceAMeHTauuu nbiieBbIX YacTunLy Gyporo yrna

Sedimentation time of brown coal dust particles

KoHueHTpauusa
cmaumBartens, % x <0,04

2 3

0,05 1740
0,3 89
0,5 69
1,0 50
1,5 44
2,5 35
3,5 30
4,5 26

KOCBEHHO CBUAETE/IbCTBOBATbH O TOM, YTO AaHHAS KOHLEH-
Tpauus COOTBETCTBYET COPOLIMOHHON eMKOCTU CMayrBaTess
YrofibHOW Nbinn, maccom 1 T.

[Ins BbIABNEHNA KOPPEeNnALUN CKOPOCTM ceAUMeHTauumn
1 pyrnx Gr3NYeCKNX XapakTepucTuK 6buv NPou3BeaeHb
pacuertbl.

3a cpegHUIn guamMeTp YacTul 4Na NepBoro guanasoHa
x < 0,04 npumem grameTp yYacTuubl a’l = 0,03 mm; ona BTo-
poro anana3soHa 0,04 <x < 0,071 npumem gnameTp yacTulbl
al2 = 0,055 mm; ana tpetbero gnanasoHa 0,1 <x < 0,25 npumem
AviameTp yactuubl d, = 0,175 mm.

d CEHTABPb, 2024, "YTOJIb”

BPEMH ocefaHuA nbiieBbiX YacTuy, ¢, nNo ¢paKI.lIIIOHHOMy cocTaBy (x), Mmm

0,04< x <0,071 0,25=x <0,1
4 5
1500 1200
62 31
48 18
32 4
13 3
11 1,73
8 1,56
7 1

Macca ogHol yactuubl (m) paBHa NponsBefeHUto ee
obbema (V) Ha nnoTHOCTb (p). MnoTHoCTb Byporo yrna Ha-
xoautcs B npegenax: 0,5-1,5 r/cm3; gns NpocToThl pacye-
ToB Bo3bMeM p = 1,0 r/cm®*= 1107 r/mm3. O6bem yacTmubl
3 NepBoro AnanasoHa byaet paseH: V, = (4/3)-n-(d,/2)’ =
=0,141-10* mm3. O6beM YaCTHLbI M3 BTOPOTO AMnana3oHa by-
peT paseH: V,= (4/3)'n+(d,/2)’ = 0,871-10* mm*. O6bem vactn-
Lbl 13 TPeTbero AnanasoHa byget paseH: V, = (4/3)n-(31/2)’ =
= 0,281-1072 mm3. Macca yacTuubl U3 NepBoro AnanasoHa
6ynet pagHa:m =V -p =0,141-107 mm. Macca yactnubl u3
BTOPOro AvanasoHa byaet pasHa:m,=V,-p =0,871-107 mm.
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100
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0,05
0,3
0,5
1,0
1,5
2,5
3,5
4,5

0,05 03

0,5

== QDpakyua x < 0,04

== Dpakyna 0,04 < x < 0,071

wies Qpakuya 0,1 <x < 0,25

1 1,5 2,5

KoHueHTpauwna cmaumsatens, C, %

== Qpakuma x < 0,04

=#— (pakuna 0,04 < x < 0,071

=#= Qpakuna 0,1 <x < 0,25

0,05 0,30 0,50
KoHueHTpauua cmaumsatens, C, %

x<0,04 0,04 <x<0,071
CKopocTb Bpemsa CkopocTb Bpems
cepMIMeHTaUnn, OcCeAaHMNsA YacTuUL ceAMMeHTauunn, ocefaHuA YacTul
cm/c Halcm, c cm/c Ha1lcm, c
5,7-10-3 174,0 6,67-10-3 150,0
11,24-10-2 8,9 16,13:10-2 6,2
14,49:10-2 6,9 20,83:10-2 4,8
20,0:10-2 50 31,25:10-2 3,2
22,73:10-2 4,4 76,92:10-2 1,3
28,57-10-2 3,5 90,91-10-2 1,1
33,33:10-2 3,0 1,25 0,8
38,46:10-2 2,6 1,43 0,7

1,00 1,50 2,50

3,50 4,50

SAFETY e BE3ONACHOCTb

Puc. 1. 3asucumocmes 8pemeHU ocaxxoe-
HuUA Yacmuy yeoneHou neiiu
om KoHyeHmpayuu cmadyusamens Cl1-01

Fig. 1. Dependence of settling time of coal
dust particles on the concentration
of wetting agent SP-01

Puc. 2. 3asucumocms ckopocmu oceda-
HUA Yacmuy y20/1bHOU NbLIU 0OM KOHUYeH-
mpayuu cmaqusamens Cl1-01

Fig. 2. Dependence of the settling velocity
of coal dust particles on the concentration
of wetting agent SP-01

CKOPOCTb ceAnMeHTaunn nbiyieBbiX YacTuny 6yporo yrna

Sedimentation rate of brown coal dust particles
®pakuyusa nbineBbix YacTuy (x), Mm

Tabnuua 3
0,1<x<0,25
CKopocTb Bpemsa
cefuIMeHTauun,  oceAaHMs YacTuLy
cm/c Halcm, c
8,33:10-3 120,0
32,26-10-2 3,1
55,56-10-2 1,8
2,5 04
3,33 0,3
5,78 0,173
6,41 0,156
10,0 0,1

CEHTABPb, 2024, “YTOJNb”
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Macca yacTuLibl U3 TPeTbero AuanasoHa byaeT paBHa: m, =
=V, p= 0,281-107° mm.

CoOTHOLWEHME MACC YacTunL U3 TPETbEro 1 NepBoro, Tpe-
TbEro 1 BTOPOro, BTOPOro 1 NepPBOro AMarnasoHoB COOTBET-
CTBEHHO:

m3/ m, =199,08;
m3/ m,= 32,22;
m,/ m = 6.

Mpw 5TOM OTHOLWEHME CKOPOCTEN CeAMMEHTALMN YacTuL,
NbINW ANA YKa3aHHbIX AMana3oHOB COCTaBUT:

v,/ v, =10/0,3846 = 26;
\/3/v2 =10/1,43 =7,
v,/ v, =1,43/0,3846 = 3,7.

Ecnum B3ATb OTHOLWEHME COOTHOLWEHNIN MAcC N CKOPOCTeN
CeAVMEHTALIMM YacTUL NbiW, TO nostyuum (m,/ m )/ (v,/ v,) =
=199,08/26 = 7,65, T.e. npx Macce YyacTuubl Nbiay B 199 pa3
60siblle MACChl APYro YaCTULbl CKOPOCTb CeAMMEHTALUM
ee BCEro Nuuwb B 26 pa3 6osbliue CKOPOCTY CeANMEeHTaL MK
MeHbLen yactuubl. COOTBETCTBEHHO MO APYrUM AMana3oHam
3TU faHHble COCTaBAT:

(m,/ m)(v,/v,)=32,22/7=4,57;
(m,/ m)/(v,/v)=6/3,7=1,62.

Takum 06pa3om, ceauMEeHTaLMsA YacTyL, YrofbHON Nblu AB-
NAIETCA CIIOXKHbIM MPOLIECCOM Y XapaKTepusyeTcs AeNCTBMEM Ha
YacTWLy CMN rpaBUTaLUK, CUJT TPEHUS, MOgBbEMHON CUSbI, Fpa-
[VeHTa TeMnepaTyp U KOHLIEHTPALUIA pacTBOPa CMaYynBaTens.

3AKJTIOYEHUE

WccnepoBaHua npouecca ceguMeHTaLMm Yactumy, 6yporo
Y5l C UICMOJIb30BAHMEM CMayBaTeNen BbIBUIN Heobxoau-
MOCTb 6onee feTanbHOro N3y4YeHrs 3TOro acnekTa C Lesbo
3¢ deKTUBHOrO MbinenogasneHns. BoisiBneHa 3aBUCUMOCTb
CKOPOCTU CeiMEeHTaUMN YacTuL YroSibHOWM MblfN OT KOH-
LieHTpaLmMm pacTBopa CMayMBaTensa 1 AeNCTBUA Ha YacTuly
rpaBuTaLMOHHBIX cuil. [lpouecc cegrMeHTaumy Ans Kaxaoro
[rana3oHa YacTuL XapaKTepmn3yeTcs COOTHOLIEHUEM YKa-
3aHHbIX CW U NpeobnagaHMem OgHUX CU Hag ApYrumu B
KOHKPETHbIX ycnoBusx. [onyyeHHble pe3ynbTaTbl OKasany,
YTO MCMOMb30BaHNE CMAaUMBATENS 3HAUNTESIbHO COKpaLLaeT
BpemsA cegumeHTauumn. icnonb3oBaHne cMauymBaTenen CHU-
KaeT KonmyecTBo nbiiv B Bo3ayxe. [1ns 6onee apdeKkTnBHOro
nbiienogaBneHus ciegyeT NPUMEHsTb ONTUMalbHble KOH-
LeHTpaLmMmM CMaunBaTens, COOTBETCTBYIOLME COPOLNOHHON
€MKOCTV CMaumBaTess YrofibHOW Mblin.
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